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TECHNISCHE DATEN 

Material	 Plastic (Polymercompound)
Finishing	 Galvanic chrome plating
Product range 	 A-Z a-z 0-9 www @ & / ( ) ? ! , . ‘ “ _ - €$ ß ä ö ü Ä Ö Ü ë Ë ï î Î Ï ç Ç œ Œ æ Æ á, à â Á À Â è é ê 		
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Heigth 	 Lower cases as (a,c,e,….) 0,87 inches (22,098mm), Lower cases as (b,d,f,….) 1,26 inches (32mm)
	 upper case (all) 1,26 inches (32mm)
Thickness 	 characters Variable between 0,08 inches (2,032mm) and 0,16 inches (4,064mm)
	 (upper part 0,08 inches (2,032mm), middle part 0,16 inches (4,064mm), lower part 0,12 inches (3,047mm)
Width character & length 	 Variable (check www.pidplates.com/html/maker.de.html)
Font 	 myriath concex style
Fixation 	 Self-adhesive, Acryl MI465 Polyethylen foam, very high adhesion, -40° to +248° F
Rsistance to 	 Weathering, UV radiation, mechanical loading and most acids and lyes, 				  
	 temperatures between -40° to +248° F 
Delivery	 Characters will be fixed/spaced on transfer foil

PRODUCT FEATURES

•	 3 Dimensional
•	 Chrome-plated  
•	 Made to order
•	 Unique & stylish 
•	 Commercial quality
•	 Easy to order online
•	 Peel & stick installtion

PRODUCT BENEFITS

•	 Highly visible
•	 10 year warranty
•	 you customize
•	 great exposure
•	 Professional presentation
•	 4 business day delivery
•	 displa it quickly

PIDPLATES PROMOTE YOUR

•	 Domain Name
•	 Business Name
•	 Products offered
•	 Services provided

MANUFACTURING / QUALITY

PIDPLATES are manufactured using injection moulding and galvanic chrome-plating. PIDPLATES are made from the same material as the 
type and brand designation signs often used in the car industry. 
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